
Jamo SUB 210

Specifications SUB 210

System   Bass Reflex

Woofer [mm / in] 203 / 8

Impedance [K Ohm] 22

Frequency Range [Hz] 38 - 200

Cut off Frequency [Hz]  40 - 200

Phase [deg.] 0 to -180

Switch Auto / On / Off

Line in  Left  / Right

Amplifier Rated output [w] 200

Stand-by power [W]  < 0,5

Weight [kg / Lb] 7,5 / 16.5

Dimensions HxWxD [mm / inch] 313 x 283 x 305 / 12.3 x 11.1 x 12

Finishes Black, Wenge, Dark Apple, White Ash,  
 High Gloss Black and High Gloss White

Jamo SUB 210

With a new design, the Jamo SUB 210 subwoofer is more compact than any of the predecessors in its class, 
offering easier placement in today’s living environment.

Furthermore, the Jamo SUB 210 comes in a wide variety of finishes, including high gloss black or white, 
which is an easy match with modern furniture.

This Jamo SUB 210 subwoofer has a 200W amplifier and long-throw 8” woofer in a bass-reflex-enclosure, 
which gives it a level of performance unequaled in its class.

The auto-on-off and controls for level, cut-off-frequency as well as phase, together with line-level-input 
make it very easy to integrate this subwoofer with any other TV/speaker/amplifier/receiver combination.
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